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ABOUT
HALCYON

Founded in 2018, Halcyon Equipment was 
established by a small group with a bold 
vision: to revitalize the artificial lift market. 
We provide operators with cost-effective 
solutions while maintaining a level of quality 
traditionally associated with new equipment 
providers. Our mission is to deliver first-class, 
customer-focused service—whether buying or 
selling equipment.

To better serve our customers, Halcyon 
expanded its product line in late 2023 to 
include new pumping units. By incorporating 
the best design elements, we have 
engineered a unit that not only meets but 
exceeds the demands of today’s operators.

Our unwavering commitment to product 
excellence—proven over years in the used 
pumping unit market—is now reflected in our 
new pumping unit offerings.

LARGEST INVENTORY IN THE NATION
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CONVENTIONAL PUMPING UNITS
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CONVENTIONAL PUMPING UNITS
  HC SERIES   MAIN SPECIFICATIONS

Balance Type

Crank Balanced*

*C1824D-427-300  Crank and Beam Balanced

Gear Type

Involute

Gear Reducer Size Rated
Torque (in-lb)

320D 320,000

456D 456,000

640D 640,000

912D 912,000

1280D 1,280,000

1824D 1,824,000

Model Structural Max Wireline Wireline Setback Bottom of Horsehead to
Unbalance (lbf) SPM Diameter (in) Length (in) (in) Stroke (in) Carrier Bar(in)

C 320D-256-120 -168 120, 100, 81 15 1 1/8 360 106.69 68.89 29.04

C 456D-305-144 -324 144, 120, 96 12 1 1/4 420 128.35 70.03 31.39

C 640D-365-168 -1,528 168, 140, 112 12 1 3/8 460 148.03 59.45 28.54

C 640D-365-192 -1,765 192, 163, 134, 106 10 1 3/8 508 150.79 58.98 29.96

C 912D-365-168 -1,505 168, 140, 112 12 1 3/8 460 148.03 59.45 28.54

C 912D-365-192 -1,742 192, 163, 134, 106 10 1 3/8 508 150.79 58.98 29.96

C 912D-427-192 -1,839 192, 162, 133, 106 10 1 3/8 508 150.79 58.94 29.8

C 1280D-427-216 -1,866 216, 186, 157, 129 8 1 3/8 565 129.92 79.29 33.94

C 1280D-427-240 -2,910 240, 206, 174, 143 8 1 3/8 610 152.36 57.31 32.44

C 1824D-427-300 /5,978 300, 265, 231, 198 5 1 3/8 730 207.09 64.09 31.11

Crank Rotation

Clockwise or Counterclockwise

Lubricant

ISO VG 220- Warm Weather

Oil Gear Ratio Sheave Diameter (in) Groove Type

5C

6C

6C

8C

10C

12C58

44

28.67:1

75 28.81:1

28.79:1 50

50

42,700

Capacity (lbf) (in)

25,600

30,500

36,500

36,500

36,500

36,500

42,700

42,700

42,700

Polished Rod Stroke Length

28.25:1 44

27.21:1 50

264

119

106

75

68

28.89:1

ISO VG 150- Cold Weather

Capacity (gal)
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Unit Designation A B C E F H I J L M N R T W X AA BB

C 320D-256-120 110.24 147.64 227.95 208.38 269.69 341.57 29.04 97.24 68.89 73.62 19.69 106.69 37.4 39.37 87.95 42.56 54.45

C 456D-305-144 122.05 177.56 255.91 226.14 301.65 391.69 31.39 112.99 70.03 82.68 23.62 128.35 39.37 44.09 99.69 52.72 60.63

C 640D-365-168 122.05 207.09 265.75 234.33 309.84 422.64 28.54 112.99 59.45 82.68 23.62 148.03 41.34 44.09 99.69 52.72 57.8

C 640D-365-192 122.05 209.84 289.37 234.33 309.84 461.14 29.96 112.99 58.98 82.68 23.62 150.79 41.34 44.09 99.69 52.72 57.8

C 912D-365-168 122.05 207.09 265.75 240.55 316.06 422.64 28.54 112.99 59.45 82.68 23.62 148.03 48.43 44.09 105.2 52.72 56.93

C 912D-365-192 122.05 209.84 289.37 240.55 316.06 461.14 29.96 112.99 58.98 82.68 23.62 150.79 48.43 44.09 105.2 52.72 56.93

C 912D-427-192 122.05 209.84 289.37 240.55 316.06 461.14 29.8 112.99 58.94 82.68 23.62 150.79 48.43 44.09 105.2 52.72 56.93

C 1280D-427-216 129.92 204.72 337.01 271.93 343.5 539.13 33.94 120.87 79.29 87.4 23.62 129.92 56.69 48.82 105.51 60.59 55.63

C 1280D-427-240 129.92 227.17 337.01 271.93 343.5 539.13 32.44 120.87 57.31 87.4 23.62 152.36 56.69 48.82 105.51 60.59 55.63

C 1824D-427-300 156.3 283.86 401.57 316.14 383.07 653.77 31.11 128.74 64.09 89.76 23.62 207.09 57.09 54.33 129.13 68.46 64.69

CONVENTIONAL PUMPING UNITS
  HC SERIES   DIMENSIONAL DATA

*C1824D-427-300
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MODIFIED GEOMETRY PUMPING UNITS
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MODIFIED GEOMETRY
PUMPING UNITS

Balance Type

Crank Balanced

Gear Type

Involute ISO VG 150- Cold Weather

Gear Reducer Size Rated Torque
(in-lb)

640D 640,000

912D 912,000

1280D 1,280,000 *TM1280-427-216 (10C)

Model Structural Max Wireline Wireline Setback       Bottom of Horsehead to
Unbalance (lbf) SPM Diameter (in) Length (in) (in) Stroke (in) Carrier Bar (in)

MG 640D-365-168 -946 168, 135, 104 12 1 1/8 460 142.13 71.83 28.07

MG 912D-365-168 -923 168, 135, 104 12 1 1/8 460 142.13 71.83 28.07

MG 912D-427-168 -1,107 168, 135, 104 12 1 3/8 460 142.13 71.83 28.07

MG 912D-427-192 -2,306 192, 154, 119, 10 1 3/8 508 164.17 67.27 29.31

MG 1280-427-192 -2,066 192, 156, 123, 8 1 3/8 508 166.73 69.61 29.37

MG 1280-427-216 -1,980 216, 180, 146 8 1 3/8 565 145.47 86.22 31.97

Oil Capacity Gear Ratio Sheave Diameter (in) Groove Type

ISO VG 220- Warm Weather

Lubricant

42,700

42,700

Capacity (lbf) (in)

36,500

36,500

42,700

42,700

Polished Rod Stroke Length

119 28.79:1 50 8C

110 28.67:1 50 /8C*

68 27.21:1 50 6C

(gal)

Crank Rotation

Clockwise

  HMG SERIES   MAIN SPECIFICATIONS
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PAGE.8

Unit Designation A B C E F H I J L M N R T W X AA BB

MG 640D-365-168 163.78 195.28 277.56 270.16 345.67 432.03 28.07 112.99 71.83 82.68 23.62 142.13 41.34 44.09 98.43 52.72 57.8

MG 912D-365-168 163.78 195.28 277.56 276.38 351.89 432.03 28.07 112.99 71.83 82.68 23.62 142.13 48.43 44.09 103.94 52.72 56.93

MG 912D-427-168 163.78 195.28 277.56 276.38 351.89 432.03 28.07 112.99 71.83 82.68 23.62 142.13 48.43 44.09 103.94 52.72 56.93

MG 912D-427-192 163.78 223.23 297.24 282.28 357.8 472.68 29.31 112.99 67.27 82.68 23.62 164.17 48.43 44.09 103.94 52.72 56.93

MG 1280-427-192 159.45 215.94 299.21 283.66 350.59 471.81 29.37 116.93 69.61 81.89 23.62 166.73 56.69 46.85 104.65 54.65 54.41

MG 1280-427-216 162.99 205.51 342.52 293.7 359.92 525.55 31.97 126.77 86.22 88.19 23.62 145.47 56.69 50 105.51 67.68 55.16

MODIFIED GEOMETRY
PUMPING UNITS  HMG SERIES   DIMENSIONAL DATA
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Halcyon’s Patent-Pending Tail Assembly introduces a groundbreaking solution for securely 

seating the upper tail bearing shaft with unparalleled precision and ease. The innovative 

pusher bolt system effectively forces open the holes in the beam box, allowing the installer 

to effortlessly position the shaft with confidence. This ensures a firm, precise fit, completely 

eliminating any risk of movement or play within the tail bearing assembly.

HALCYON COMPONENT PARTS

Halcyon employs a 

time-tested tail bearing 

assembly featuring a 

dual-axis pivot system that 

enhances alignment and 

ensures smoother operation. 

This proven design optimizes 

performance and durability, 

providing a reliable solution 

for precise and efficient tail 

bearing function.

Halcyon’s wrist pins are 

meticulously engineered to 

handle the high loading 

demands of the industry. 

Featuring oversized roller 

bearings, each wrist pin is 

built for maximum strength 

and durability, ensuring 

optimal performance and 

longevity under extreme 

conditions.

Halcyon’s innovative ‘railroad’ 

style saddle bearing design 

combines effortless 

assembly with exceptional 

strength. Engineered for 

durability, this design 

ensures reliable performance 

under heavy loads, offering 

both simplicity in installation 

and long-term stability in 

demanding environments.

This innovative design not only reduces 

installation time significantly, but it also 

enhances safety by addressing common 

concerns associated with traditional 

methods. By streamlining the process and 

minimizing the potential for errors, 

Halcyon’s tail assembly ensures a more 

reliable and secure installation. This results 

in improved operational integrity, offering 

a safer and more efficient system overall.  
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COUNTERBALANCE DATA

HC SERIES

PAGE.12

Counter Weight

Physical (lbs)

Model Cranks only ECB

C320D-256-120 4,980 10,251 15,027 11,438 17,400

C456D-305-144 7,173 13,157 19,140 14,164 21,154 15,256 23,338 16,348

C640D-365-168 4,876 11,747 18,617 12,693 20,510

C640D-365-192 3,956 10,034 16,111 10,855 17,753

C912D-365-168 4,899 11,770 18,640 12,716 20,533

C912D-365-192 3,979 10,057 16,134 10,878 17,776

C912D-427-192 3,888 9,967 16,047 10,789 17,689

C1280D-427-216 4,260 10,246 16,232 11,059 17,859

C1280D-427-240 2,611 8,006 13,401 8,739 14,866

C1824D-427-300 12,020 16,676 21,332 17,311 22,602

2X 4X 2X 4X 2X 4X 2X 4X 2X 4X 2X 4X 2X 4X 2X 4X

3,087 3,528

HC05 HC06 HC07 HC08 HC10 HC12 HC14 HC16

1,103 1,323 1,544 1,764 2,205 2,646

HMG SERIES

Counter Weight

Physical (lbs)

Model Cranks only ECB

MG640D-365-168 6,504 13,690 20,853 14,659 22,790

MG640D-365-168 6,504 13,690 20,853 14,659 22,790

MG912D-365-168 6,527 13,667 20,830 14,636 22,767

MG912D-427-168 6,343 13,506 20,669 14,475 22,606

MG912D-427-192 4,214 10,483 16,752 11,331 18,447

MG1280D-427-192 4,683 11,314 17,945 12,228 19,774

MG1280D-427-216 6,089 12,483 18,878 13,368 20,647

4X

HC06 HC07HC05

4X 2X 2X

1,103 1,323 1,544

2X 4X 2X

1,764

4X 2X 4X 2X 4X

2,646 3,087 3,528

HC08 HC10

2,205

HC12 HC14 HC16

4X 2X 4X 2X
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Phase
Angle

-168 C97-43R

17,312 18,238 19,320 -324 C113-48R

13,512 22,149 14,300 23,725 15,265 25,653 16,362 27,847 17,099 29,322 -1528 C113-48R

11,580 19,204 12,276 20,596 13,090 22,223 14,078 24,199 14,714 25,473 15,017 26,078 15,660 27,364 -1742 C113-54R

13,535 22,172 14,323 23,748 15,288 25,676 16,385 27,870 17,181 29,464 17,466 30,032 -1505 C113-48R

11,603 19,227 12,299 20,619 13,113 22,246 14,101 24,222 14,737 25,496 15,040 26,101 15,683 27,387 -1742 C113-54R

11,514 19,141 12,210 20,533 13,024 22,161 14,013 24,137 14,650 25,411 14,952 26,017 15,595 27,303 -1839 C113-54RA

11,785 19,309 12,485 20,710 13,290 22,320 14,288 24,316 14,935 25,611 15,244 26,228 15,894 27,528 17,834 31,408 -1866 C121-65R

9,392 16,174 10,023 17,436 10,749 18,886 11,648 20,686 12,232 21,852 12,510 22,409 13,096 23,580 14,844 27,077 -2910 C121-65R

17,906 23,793 18,436 24,853 19,065 26,111 19,859 27,699 20,374 28,729 20,621 29,223 21,140 30,260 22,660 33,300 5978 C129-78R

2X 4X 2X 4X 2X 4X SU Cranks

0

2X 4X 2X 4X 2X 4X 2X

3,970 4,410 4,851 5,512 5,954 6,174 6,615

HC18 HC20 HC22 HC25 HC27 HC28 HC30 HC30+ HAX05

4X 2X 4X

Phase
Angle

15,513 24,499 16,332 26,138 17,290 28,053 18,454 30,381 -946 C113-46RR/RL -9

15,513 24,499 16,332 26,138 17,290 28,053 18,454 30,381 -946 C113-46RR/RL -9

15,490 24,476 16,309 26,115 17,267 28,030 18,431 30,358 -923 C113-46RR/RL -9

15,329 24,315 16,148 25,954 17,106 27,869 18,270 30,197 19,019 31,696 19,375 32,408 -1107 C113-46RR/RL -9

12,078 19,943 12,795 21,377 13,633 23,053 14,652 25,091 15,308 26,402 15,620 27,026 16,280 28,347 -2306 C113-46RR/RL -9

13,025 21,367 13,793 22,903 14,724 24,765 15,797 26,911 17,480 30,278 -2066 C117-47RR/RL -8

14,151 22,213 14,908 23,726 15,807 25,526 16,874 27,660 18,767 31,444 -1980 C220R/L -9

SU Cranks4X 2X 4X 2X 4X2X2X 4X 2X 4X 2X 4X 2X 4X 2X 4X

HC27 HC28 HC30 HC30+ HAX05

3,970 4,410 4,851 5,512 5,954 6,174 6,615 0

HC18 HC20 HC22 HC25

PAGE.13

C

M

Y

CM

MY

CY

CMY

K

Halcyon-Catalog 2025 VUSA-Print.pdf   13   6/12/25   1:38 PM



API GEOMETRY DIMENSIONS 
AND TORQUE FACTORS

HC SERIES
HMG SERIES
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HMG SERIES

HC SERIES

API GEOMETRY DIMENSIONS 
AND TORQUE FACTORS
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NATION-WIDE REACH

CENTRAL

Oklahoma/
Kansas

SOUTH

Texas/
New Mexico

NORTH

Rockies/
Bakken

24130 STATE HWY 76
RATLIFF CITY, OK 73481

HALCYON YARD (405) 339-7441PHONE INFO@HALCYONEQUIP.COMEMAIL

C

M

Y

CM

MY

CY

CMY

K

Halcyon-Catalog 2025 VUSA-Print.pdf   16   6/12/25   1:38 PM




